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BMP NOTES:

1. ALL WASH WATER (CONCRETE TRUCKS, VEHICLE CLEANING, EQUIPMENT
CLEANING, ETC.) SHALL BE DETAINED AND PROPERLY TREATED OR
DISPOSED.

2. DUST ON THE SITE SHALL BE CONTROLLED.  THE USE OF MOTOR OILS
AND OTHER PETROLEUM BASED OR TOXIC LIQUIDS FOR DUST
SUPPRESSION OPERATIONS IS PROHIBITED.

3. RUBBISH, TRASH, GARBAGE, LITTER, OR OTHER SUCH MATERIALS SHALL
BE DEPOSITED INTO SEALED CONTAINERS.  MATERIAL SHALL BE
PREVENTED FROM LEAVING THE PREMISES THROUGH THE ACTION OF
WIND OR STORMWATER DISCHARGE INTO DRAINAGE DITCHES OR
WATERS OF THE STATE.

4. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY HAS
STOPPED FOR AT LEAST 14 DAYS, SHALL BE TEMPORARILY SEEDED.
THESE AREAS SHALL BE SEEDED NO LATER THAN 14 DAYS FROM THE
LAST CONSTRUCTION ACTIVITY OCCURRING IN THESE AREAS.

5. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY HAS
PERMANENTLY STOPPED SHALL BE PERMANENTLY SEEDED.  THESE
AREAS SHALL BE SEEDED NO LATER THAN 14 DAYS AFTER THE LAST
CONSTRUCTION ACTIVITY OCCURRING IN THESE AREAS.  REFER TO THE
GRADING PLAN AND/OR LANDSCAPE PLAN.

6. IF THE ACTION OF VEHICLES TRAVELING OVER THE SITE IS NOT
SUFFICIENT TO REMOVE THE MAJORITY OF DIRT OR MUD, THEN THE
TIRES MUST BE WASHED BEFORE THE VEHICLES ENTER A PUBLIC ROAD.
IF WASHING IS USED, PROVISIONS MUST BE MADE TO INTERCEPT THE
WASH WATER AND TRAP THE SEDIMENT BEFORE IT IS CARRIED OFF OF
THE SITE.

7. ALL MATERIALS SPILLED, DROPPED, WASHED OR TRACKED FROM
VEHICLES ONTO ROADWAYS OR INTO STORM DRAINS MUST BE REMOVED
IMMEDIATELY.

8. CONTRACTORS OR SUBCONTRACTORS WILL BE RESPONSIBLE FOR
REMOVING SEDIMENT IN THE DETENTION POND AND ANY SEDIMENT THAT
MAY HAVE COLLECTED IN THE STORM SEWER DRAINAGE SYSTEMS IN
CONJUNCTION WITH THE STABILIZATION OF THE SITE.

9. ON-SITE & OFF SITE SOIL STOCKPILE AND BORROW AREAS SHALL BE
PROTECTED FROM EROSION AND SEDIMENTATION THROUGH
IMPLEMENTATION OF BEST MANAGEMENT PRACTICES.  STOCKPILE AND
BORROW AREA LOCATIONS SHALL BE NOTED ON THE SITE MAP AND
PERMITTED IN ACCORDANCE WITH GENERAL PERMIT REQUIREMENTS.

10. ALL CONSTRUCTION SHALL BE STABILIZED AT THE END OF EACH
WORKING DAY, THIS INCLUDES BACKFILLING OF TRENCHES FOR UTILITY
CONSTRUCTION AND PLACEMENT OF GRAVEL OR BITUMINOUS PAVING
FOR ROAD CONSTRUCTION.

TOTAL SITE:  1.04 ACRES (INCLUDES R-0-W)

TOTAL DISTURBED AREA:  1.25 ACRES (INCLUDES R-O-W)
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